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All correspondence requires SASE for reply cuit, 1922, the original so-called "three-cir­
cuit tuner"), and the first superheterodyne 

THE 1938 RACO "SUPER-CLIPPER" 
William B. Fizette, K3Z,JW 

As the decade of the 1930s progressetl, the 
United States' business and technical communit ies 
struggled on through the Great Depression. In 
spite of manifold difficult ies in marketing to a 
cash-starved economy, the developing electronics 
industry continued to innovate as advances in tech· 
nology were translated into consumer products. 
The smaller companies. which regularly appeared 
and vanished, in some instances made noteworthy 
contributions. One of these was RADIO CON· 
STRUCTORS LABORATORIES, trading as RACO 
PRODUCTS, which collaborated with a tlesigner of 
note, A. J. Haynes, to bring out a line of regenera­
tive/super-regenernt ive receivers. 

The 1938 RACO "Super-Clipper" first came to 
my attention when T located one at the 1986 AW A 
conference, with the idea of presenting it to rei1d· 
ers of this column. However, the story almost died 
aborning, since information about the receiver 
seemed to be sadly lacking. However, in due 
course an account emerged. 

A J. Haynes is documented as the designer of 
the first regenerative kit set (the Haynes DX Cir· 

kit set in 1924 (1, 2). ln 1936 he joined 
forces with RACO to produce his newest brain­
child, the "R·S·R" (Regenerat ion-Super· 
Regeneration) receiver. It was announced with 
great fanfare in such popular magazines as Short 
Wave Craft (3), Radio-Craft [4), and Ratlio World 
[5). In some cases complete construction informa­
tion was presented [4, 6]. Price was $24.65, 
complete. A kit of parts was also available. 

The R-S-R, covering the extremely wide range of 
2-ls to 555 meters, was designed for the experi­
menter and all-wave listener "to have the entire ac­
tive radio frequency spectrum literally at his fin· 
gcrtips.· It was a strong inducement 10 be able to 
listen in on the increasing activity on 5 and 10 me­
ters, the direct portable broadcasting of sporting 
events in the 3-4 meter range, and the new 5-10 
meter experimental broadcast "Apex Class" sta· 
tions (they were all located atop the highest build­
ings in the major metropolitan centers.) 

The circuit was a five-tube AC-DC layout using a 
mix of metal and glass tubes. On 555 to 15 meters 
an RF buffer was followed by a blnd-switched 
electron-coupled regenerative detector. with the 2-
ls to 15 meter range covered by a super-regenera1-

The 1938 Super-Clipper. The airplane-type dial tunes the four lower frequency bands. while the 
center bandsprcad dial also tunes the UHF bands. Photo: Alan Douglas; other photos: Wm. Fizeue 
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Circuit diagram of the R-S-R CLIPPER, which preceded the SUPER-CLIPPER. 

or using small plug-in coils. Haynes emphasized 
that both circuits must be properly designed ( dir­
ect and common stage grounds and short RF 
leads), and that with careful adjustment the hiss 
level was reduced to zero and radiation minimized. 

This original R-S·R receiver opened the gates to 
a series of associated RACO offerings. In Decem­
ber 1936 the 3-tube R·S·R Jr. Communication Re· 
ceiver was announced (AC, complete, ready-to· 
use, $12.20); also the RACO AC-4, a 2-!, to 555 
meter communication receiver without the Haynes 
name. In January 1937, RACO announced the 
Haynes R-S·R CLIPPER (7], probably the high 
point of the series. It was promoted in a major re­
view article in April (8], which gave enough infer~ 
mation to build the circuit from scratch. The ran­
ge was 3· \ to 555 meters. 

The R-S·R CLIPPE R was developed from user 
experience with the original R-S·R circuit, with 
changes made in the power supply, the detector, 
and the audio circuits. The receiver was now an 
AC set: the audio tube was a 6L6 rated at 4 watts 
output, and a common 6J5 detector was used for 
the BC/HF and UHF (in Thirties terms) bands. 

Of note is the means of shifting over to the UHF 
super-regen circuit. A 3" square hard-rubber 
mounting plate, located in the center of the chas· 
sis, held the 15-pF tuning capacitor and three tip 
jacks, marked A, B, and C. For the BC/HF bands, 
a jumper was plugged into jacks A and C; tuning 
was done with the main two-gang variable, with 
bandspread from the 15-pF variable in the center. 
Bands were switched from the front panel. 

Moving the bandswitch to position 5 activated 
the UHF superregenerati_on circuit. The HF coils 
and the large tuning capacitor were switched out 
of the circuit, the jumper was removed, and one of 

the three UHF coils plugged into jacks A and B. 
All tuning was now done with the small variable 
capacitor in the center. The receiver had an ap· 
pealing appearance and was priced ready-to-use at 
$28.85. There was no mention of a kit. 

By September, however, the original sales boom 
was over and competition was increasing, so RACO 
offered the R-S·R CLIPPER in kit form, assemb· 
led, ready to wire, without tubes or cabinet, for 
$16.85. RACO continued to promote such assoc­
ia ted products as the R-9 Signal Booster and the 
AC-4 Communication Receiver. 

In November, another version: eight bands on 
the New Haynes 5-tube R·S·R CLIPPER, with a 
tuning range of 3 to 1600 meters. In December 
RACO offered the Haynes UNIVERSAL CLIPPER, 
an AC-DC version tuning 3 to 555 meters for 
$19.50, complete; and also in D ecember, the 1938 
SUPER-CLIPPER, priced at $29.75, complete [9) . 

The SUPER-CLIPPER featured seven bands. The 
tube line-up was: 6K7 RF booster, 6K7 RF, 6K7 
UHF RF, a common 615 detector, a 6J5 first au­
dio, a 6L6 output, and an 80 rectifier. I was unable 
to locate a circuit, but it appears to be essentiaUy 
that of the R-S·R CLIPPER, with the addition of 
two RF tubes and some physical changes. The 
UHF circuit remained the same, with three plug-in 
coils covering the 5·, 7.5·, and 10-meter ranges. 

The 20" x 10" x 9" sheet-steel cabinet is finished 
in the standard black crackle prevalent in 1938. 
On the front panel a 6" Oxford dynamic speaker is 
matched by the 6" "airplane" dial detailing the four 
lower frequency bands from 550 kHz to 20 MHz. 
In the center of the dial, inside the words SUPER 
CLIPPER, is a drawing of the 1935 Martin M-130 
China Clipper style flying boat, adding to the inter­
national flavoc and hype of the receiver. 



j~jiij~;;;::::=;;;;;;~!!.jMl~iiNiii1£:;:::~~:;;-;=-I designed at least one other circuit 
for RACO: the UHF CRUISER, ad­
vertised in June 1938. Alan Doug­
las reports (10) mentioning him a 
few times in his books, that he 
lived on Cape Cod, and that he 
passed on some 10-15 years ago. 

Chassis, top view. Note the UHF coil plugged into the tip jacks 
mounted on the square plate in the center. 

The question arises: Is this a 
communication receiver or merely 
a SWL set'! While the earlier R-S­
R models were so listed, the SUP­
ER-CLIPPER was not promoted 
for two-way communication use, 
the sales effort being directed 
toward the larger SWL market. 
However, many similar receivers, 
the Sargent Model 10 and 11 for 
example, were used for comm 
work, and it would have been siln­Along the bottom. the controls. left to right, are 

the preamp switch, antenna trimmer, detector 
bandswitch, regeneration, volume, and tone/noise 
controls. The on-off switch is under the speaker. 
The half-moon center dial is for bandspreading the 
lower bands and tuning the UHF ranges. Jn com-

ple to adapt this receiver for such. 
My sincere thanks to Alan Douglas, Larry Ro­

sine, Orval Parker, and the other A WA members 
who contributed their libraries and time to my 
search for background material. 
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scarcity of information 
abou t this receiver. After 
the first promotion, little 
else seems to have been 
printed. The circuit dia­
gram, for example, is 
noteworthy by its absence 
in any of the standard 
reference works. If any 
reader happens to have a 
manual or any other in­
formation. the writer 
wou ld appreciate very 
much receiving a copy. 
As for A. J. Haynes, he 
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